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Pearl 29.25" LED Chandelier LED
ltem #: 5646-899-L
LED
UPC Code: 747396138589
Collection: Pearl ‘
Category: Interior Damp Location
Product Type: Chandelier
Subtype: Chandelier
Descriptive Finish 1: Dark Matte Black
Descriptive Finish 2: Clear
ETL Certificate: 3195125
Environment Location: Damp
Warranty Text: 1year-limited manufacturer's warranty. Title 24
Notes: Slope Compatible to 16 Degrees. Includes 71 Glass Disks G5645. @
c! us
intertek
ETL Listed
Image File Name: 5646-899-L.jpg
MEASUREMENTS LAMPING GLASS
Length: 2925 Light Type 1: LED Glass Type: Clear Glass
Width: 29.25 LED: Yes Shape: Cluster
Height: 31 Bulb Base T: Integrated
Product Weight: 1413 Bulb Type 1: Integrated LED SHIPPING
Canopy Plate Diameter: 7.88 Number of Bulbs: 1 Cartons Per Unit: 1
Canopy Plate Height: 163 Bulb Included: No Case Pack: 1
Min Overall Height: 3975 Bulb Wattage: 26 Ship Length: 3175
Max Overall Height: 75.75 Bulb Total Wattage: 26 Ship Width: n
Wire Length: 72 Dimmable: Yes Ship Height: 21
Hardware Included: Yes Voltage: 120 Ship Weight: 18.36
Safety Cable Included: No Delivered Lumens: 20401 Ship Volume: 4244
Height Adjustable: Yes Bulb Color Temperature: 3000 Small Parcel: Yes
Slope: Yes Color Rendering Index: 90
Rated Life Hours: 30000
Ballast: No
Photo Cell Included: No
Fixture Light Direction: Ambient
Uplight: No
Reverse Capable: No
Balancing Kit Included: No
Light Cap Included: No

/A WARNING: Handling this product can expose you to chemicals including lead, which is known to the State of California to cause cancer and birth defects or other reproductive harm. Wash hands with soap and water after installing, handling, cleaning or otherwise touching this product. For more information go to:
www.P65Warnings.ca.gov.
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